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Introduction

About This Guide

This comprehensive worker health monitoring guide has been developed by HSE Direct in collaboration with
experienced occupational health professionals and WHS compliance specialists. It provides practical implementation
steps for meeting your legal obligations under the WHS Act and Regulations.

Principal Contributor: Aiden - HSE Direct

This guide represents genuine professional expertise and field-tested methodologies derived from real-world health
monitoring implementation and regulatory compliance experience across Australian workplaces.

Our Commitment to You

Every workplace deserves access to evidence-based health monitoring guidance. If you work through this guide
thoroughly and implement what's outlined, your organisation will substantially reduce occupational disease risk and
demonstrate robust due diligence. Whether you're a small business, mid-sized company, or enterprise, this resource is
designed to work for you.

How to Use This Guide

Work through the health monitoring process sequentially: identify hazardous chemicals, conduct risk assessment,
consult workers, engage medical practitioners, and establish ongoing monitoring protocols. The practical checklists and
templates provided can be adapted to your workplace context. Where specialist support is needed—occupational
hygienist assessment, advanced medical review, or regulatory interpretation - that's where HSE Direct professionals can
optimise your system further.

Copyright & Attribution

This guide is copyright-free. You may freely use, share, adapt, and distribute this document with your team, peers, and
community.

All we ask: Please credit HSE Direct (www.hsedirect.com.au) when you reference, share, or adapt this guide.

HSE Direct | Workplace Health & Safety Consulting
www.hsedirect.com.au

Email: contact@hsedirect.com.au

Phone: 0491 358 122

Disclaimer: This guide provides general guidance and does not constitute legal advice or replace professional health and safety consulting. Organisations must ensure compliance with applicable legislation in

their jurisdiction. For specific requirements, consult your relevant workplace health and safety regulator or engage a qualified professional. HSE-Direct accepts no liability for outcomes from independent
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About This
Checklist/ Guide

Health monitoring is a proactive duty under the WHS
Act that requires PCBUs to monitor workers exposed
to hazardous chemicals. This checklist establishes the
foundational elements enabling your organisation to
implement a compliant health monitoring program
and protect worker health from occupational
exposure. Completing this checklist thoroughly
demonstrates robust due diligence and establishes
the critical baseline for regulatory compliance. The
remaining success depends on consistent
implementation, ongoing monitoring, and
professional adaptation to your specific operational
context where specialist consultation significantly
strengthens your compliance posture.

For SafeWork NSW, WorkSafe WA, WorkSafe ACT
and all Australian jurisdictions, this checklist
addresses core PCBU duties including hazardous
chemical identification, exposure risk assessment,
worker consultation, medical practitioner
engagement, and health monitoring administration. It
satisfies foundational inspection criteria and
demonstrates a structured approach to occupational
health management.

Identify Hazardous Chemicals or Exposure
@ Substance

Consult Workers and Engage Medical

Practitioner

Arrange and Conduct Health Monitoring

@ Act on Results and Review Controls




Hazardous
Substance
Exposure Risk
Assessment and
Health Monitoring
Matrix

Follow Steps Below

1. Identify the hazardous chemical exposure
Likelihood [ (Op High

Example:Workers using/handling Schedule 14 chemicals (lead, asbestos, silica,
cadmium, benzene, isocyanates)

2. Assess exposure level - Duration, Frequency, Concentration
Likelihood

Example:Daily exposure, confined spaces, inadequate ventilation, high concentrations

3. Rate current controls - Engineering, Admin, PPE

Effectiveness (O —

Some controls in place but biological monitoring not established

4. Determine if health monitoring required

-------- Possible (O —

Schedule 14 chemical OR valid testing available OR biological exposure standard uncertain

5. Implement health monitoring program

Engage registered medical practitioner, conduct baseline, routine and final monitoring

6. Review monitoring results and adjust controls

Likelihood O — 0V

Act on practitioner recommendations, revise control measures, demonstrate due diligence

A4



What is Health
Monitoring®

Health monitoring is a proactive approach to assess whether workers exposed to hazardous chemicals are
developing health issues from workplace exposure. It involves a registered medical practitioner examining and
monitoring workers to detect changes in health status before serious harm occurs.

Organisations must never use health monitoring as a substitute for effective control measures. Rather, it
complements and validates whether your existing controls are working effectively.

2. When Must You Provide Health Monitoring?

As a person conducting a business or undertaking (PCBU), you must arrange health monitoring if workers are
exposed to:

Schedule 14 hazardous chemicals including:

- Lead

- Asbestos

- Cadmium, chromium, mercury, nickel, beryllium

- Benzene, toluene, styrene

- Crystalline silica

- Isocyanates, creosote, organophosphate pesticides
- PAH, vinyl chloride, and others

Exposure triggers requiring action:

- Workers using, handling, generating or storing hazardous chemicals
- Risk of exposure exceeding hiological exposure standards

- Work involving lead processes likely to exceed control thresholds

- Licensed asbestos removal or ongoing asbestos work

Additional scenarios for consideration:

- One-off incidents (spills, leaks, loss of containment)
- Worker reports of relevant symptoms

- Changes in exposure levels or work processes

- When workers cease work with hazardous chemicals

| HSE
DIRECT
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Hisk Assessment
Framework

Before implementing health monitoring, conduct a comprehensive risk assessment considering:

Hazard classification

- How is the chemical classified under the Globally Harmonised System?
- Is it anirritant, sensitiser, carcinogen, or acute toxicant?

- Physical form (solid, dust, mist, fume)?

- Route of entry (inhalation, ingestion, skin contact, absorption)?

Exposure assessment

- Workplace location and quantity of chemicals used

- Frequency and duration of worker exposure

- Concentration levels (pure or diluted)

- Effectiveness of current control measures

- Individual work practices and behaviours

- Worker characteristics affecting absorption (respiratory rate, smoking, fitness)

Information sources

- Safety Data Sheet (SDS) for each chemical

- Hazardous Chemicals Information System (HCIS)
- Air monitoring and surface wipe test results

- Occupational hygiene assessments

- Manufacturer guidance for generated chemicals

Consider seeking specialist advice from an occupational hygienist, occupational physician, or the regulator if
uncertainty exists about exposure risk or available testing methods.

| HSE
DIRECT
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The Health Monitoring
Process

Once you determine that you need to provide health monitoring for your workers, you must:

- consult with your workers

- engage a registered medical practitioner

- organise and pay for health monitoring appointments
- get a health monitoring report for each worker

- keep records.

You should also action any recommendations made by a registered medical practitioner in their report as part of
your duty to ensure, as far as is reasonably practicable, that your workers are given the highest level of
protection against harm to their health. You must action a recommendation to remove a worker from lead risk
work.

4.1 Consult with Workers

Before workers start:

- Inform workers of health monitoring requirements
- Explain why monitoring is necessary

- Describe what to expect in the program

Consultation must cover:

- Types and freguency of tests required

- Schedule for medical appointments

- Qualifications of the registered medical practitioner
- Cost responsibility (employer funded)

- How results may affect work duties

- Confidentiality and record handling practices

- Potential health effects from exposure

Addressing resistance:

Workers have a legal duty to participate in reasonable health monitoring. If a worker refuses, discuss concerns
with the registered medical practitioner or health and safety representative. If refusal continues, you may need
to restrict their work with hazardous chemicals to meet your PCBU duties.

| HSE
DIRECT
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The Health Monitoring
Process - Cont.

4.2 Engage a Registered Medical Practitioner

The medical practitioner must have demonstrable experience in health monitoring. They can be based in:
- Private practice

- Occupational health organisations

- Corporate health services

- Specialist testing facilities

Your responsibilities:

- Genuinely consult workers on practitioner selection

- Provide comprehensive workplace information

- Ensure the practitioner designs a suitable program

- Confirm they supervise any delegated testing (e.g., to occupational nurses)

Practitioner should:

- Visit your workplace to understand control measures and exposure scenarios
- Develop a tailored health monitoring program

- Seek specialist advice when necessary

- Have overall clinical responsibility for the program

4.3 Provide Essential Information to the Practitioner

Mandatory information:

- Business name and address

- Worker’s name and date of hirth

- Description of work involving hazardous chemicals
- Duration of exposure (if started)

Additional information to provide:

- Risk assessment reports and air monitoring data

- List of all hazardous chemicals worker may encounter
- Safety Data Sheets for each chemical

- Workplace exposure standards

- Details of control measures implemented

- Previous health monitoring results (if any)

- Workplace air monitoring outcomes

This information enables the practitioner to design an effective program and identify cumulative or combined
effects from multiple chemical exposures.

| HSE
DIRECT
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The Health Monitoring
Process - Cont.

4.4 Organise Health Monitoring Appointments

Timing considerations:

Baseline monitoring (before work starts)

- Establishes baseline health status

- Captures demographic, medical and occupational history

- May include physical examination, respiratory testing, blood/urine collection

Routine monitoring (during employment)

- Freguency depends on the chemical, exposure level and work processes
- May increase if workers report relevant symptoms

- Should review if control measures change

- One-off monitoring after spills or containment loss

Final monitoring (upon cessation)
- Arrange when worker stops working with the hazardous chemical
- Establishes final health status upon leaving role

Practical arrangements:

- Schedule appointments during normal working hours
- Ensure minimal workplace disruption

- Maintain confidentiality of appointments and results
- Provide paid time for workers to attend

5 Cost Responsibility

As the PCBU, you must fund:

- Medical appointment fees

- Testing and pathology analysis

- Worker's time attending appointments and undergoing tests
- Travel expenses

If multiple PCBUs share responsibility for a worker, costs should be split equally unless agreement specifies
otherwise.

6 Health Monitoring Methods

The registered medical practitioner selects appropriate monitoring techniques based on:
- Regulatory requirements (Schedule 14)

- Type of chemical involved

- Exposure pathway and level

- Effectiveness of control measures

- Availability of proactive testing options

| HSE
DIRECT
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Scheduled Chemical
Monitoring Reguirements

Lead Risk Work
Lead risk work is any process likely to cause blood lead levels exceeding:
« Females of reproductive capacity: 5 ug/dL
- Other workers: 20 pg/dL
Mandatory monitoring:
- Before work starts
+ One month after commencing lead work
- Ongoing biological monitoring based on blood lead levels:

Blood Lead Level Monitoring Frequency
Less than 10 pg/dL (females non-reproductive and males) Every 6 months
10 to less than 20 pg/dL (females non-reproductive and males) Every 3 months
20 pg/dL or higher (females non-reproductive and males) Every 6 weeks
Less than 5 pg/dL (females of reproductive capacity) Every 3 months
5 toless than 10 pg/dL (females of reproductive capacity) Every 6 weeks
10 pg/dL or higher (females of reproductive capacity) Mandatory removal from lead work

Removal thresholds:

« Females of reproductive capacity: 10 ug/dL
- Other workers: 30 ug/dL

Workers removed from lead work must undergo reassessment before returning. They can only resume when
blood levels fall below safe limits and the practitioner confirms fitness to return.

| HSE
DIRECT 10

www hsedirect.com.au


https://hsedirect.com.au/free-resources/

Monitoring for
Asbestos Work

Ashestos Work

Workers conducting licensed asbestos removal or ongoing asbestos work require baseline health monitoring
including:

- Demographic, medical and occupational history
« Assessment of previous personal exposure
« Physical examination emphasising the respiratory system

Refer to the Code of Practice: How to Safely Remove Asbestos for detailed requirements.

Crystalline Silica Monitoring
Given the serious consequences of silicosis, silica monitoring typically includes:

« Respiratory questionnaire
- Respiratory function testing (spirometry)
- Low-dose high-resolution CT chest imaging (1.5 mm or less slice thickness, less than 1 mSv exposure

PCBUs will also require Section 8A compliance and deem is works is Righ Risk Silica Works.
Contact 0491 358 122 for assistance.

| HSE
DIRECT
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Health Monitoring
Reports

The registered medical practitioner must provide you with a report containing:

Essential information:
- Worker’s name and date of birth
- Practitioner’s name, registration number and signature
- Business name and address
+ Monitoring dates
- Any advice regarding injury, illness or disease from work
- Recommendations for remedial action
- Whether worker can continue the work
+ Need for medical counselling or specialist referral
- Test results (whether positive for exposure)

For lead:
- Blood lead level results
» Whether removal thresholds reached or exceeded
« Date of blood sampling
- Pathology service details

For asbestos and scheduled chemicals:
- Biological monitoring results
- Test dates and methodology
- Interpretation of findings

Your copy should only include:
- Information necessary to monitor worker health
+ Relevant test results and interpretation
- Recommendations for workplace action
« NOT unrelated medical information or pre-existing conditions (unless worker consents and relevant to
exposure effects)

NOTE: The above usually are retained by OHS medical specialist. PCBUs must retain recorder as they may have
to prove innocence and compliance for workers if a claim arises later down the track. For example a worker has
moved 10 workplaces and lodges claim after 10 years of working with your organisation. Hence the records
must be held for 30 years.

| HSE
DIRECT
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Acting on
Reports

Possible recommendations from the practitioner:

Recommendation Required Action

Fit for work with hazardous chemical No Action

Worker previously removed is now medically cleared. Ensure

Fit to resume work with hazardous chemical
exposure controls prevent recurrence.

Review and revise control measures. Consider occupational
Unacceptable biological exposure levels hygiene consultation. For lead, remove worker and notify
regulator.

Assess current controls for effectiveness. Engage occupational

Review control measures hygienist. Update procedures and training.

Implement removal immediately. Arrange further health

Remove worker from hazardous chemical work . . . .
monitoring. Continue at intervals until clearance to return.

You must provide a copy of the health monitoring report to:
- The worker (as soon as practicable)
- Any other PCBU responsible for monitoring that worker

The registered medical practitioner will provide a copy to the regulator if results indicate exposure to the
hazardous chemical.

Health monitoring records are confidential and must be:
- Stored separately from routine HR or payraoll records
- Kept secure to prevent unauthorised access
- Not used for purposes other than monitoring worker health

+ Not shared with other parties without written consent
Authorised disclosure (without consent):
« The regulator
- Other PCBUs with monitoring duties for the worker
- Professionals bound by confidentiality (other doctors)
« When required by law
Retention Periods
« Hazardous chemicals and lead: minimum 30 years after record creation
- Asbestos: minimum 40 years after record creation

Records must be retained even if the worker no longer works for you, due to latency periods for occupational
disease.

| HSE
DIRECT
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FAQS

1.Who is covered by health monitoring requirements?
Health monitoring applies to all workers as defined under the WHS Act, including employees, contractors,
subcontractors, apprentices, and any person working for you.

2. Can workers refuse health monitoring?

Workers have a legal duty to participate in reasonable health monitoring. Yes, they can refuse. PCBU must
reassign task with no exposure to hazardous substances and environments, or refuse further employment if no
other task is suitable.

3. Can health monitoring replace control measures?

No. Health monitoring is a complementary tool to assess effectiveness of controls, not a substitute. You must
implement engineering controls, administrative controls and PPE first, then use health monitoring to validate their
effectiveness.

4. What happens if a worker’s health monitoring shows they need removal from work?

You must remove them from work with that specific hazardous chemical and provide alternative work or location
without exposure. Arrange continued health monitoring at intervals recommended by the practitioner to
determine when they're fit to return. Workers can only resume when medically cleared and when you've
confirmed control measures are effective.

5. Do we need to inform workers about control measure changes?
Yes.

6. How long do we keep health monitoring records?
Minimum 30 years for hazardous chemicals and lead exposure. Minimum 40 years for asbestos exposure.
Records must be retained even after the worker leaves employment.

7. What's the difference between baseline, routine and final monitoring?

- Baseline: Initial assessment before work starts, establishing health status for future comparison

- Routine: Regular periodic checks during employment, frequency depends on chemical and exposure level
- Final: Assessment when worker ceases work with the hazardous chemical, documenting final health status

8. Who pays for health monitoring costs?
The PCBU (you) pays all costs including medical fees, testing, pathology analysis, worker’s time and travel
expenses. If multiple PCBUs share responsibility, costs are split equally unless agreed otherwise.

9. Can workers pursue both workers’ compensation and common law damages for negligence if health
monitoring was not provided?

Yes. If a worker develops occupational disease and health monitoring was not provided despite exposure to
Schedule 14 chemicals, they can claim workers’ compensation benefits. Additionally, they may pursue separate
common law damages against the PCBU for negligence, arguing that earlier detection through health monitoring
could have prevented or minimised harm. This dual pathway significantly increases your liability exposure.

| HSE
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Industry Guidance

HSE Direct recommends developing a comprehensive health
monitoring policy integrating health monitoring within your

broader WHS management system. This should include:

- Clear procedures for identifying chemicals requiring monitoring
- Consultation framework with workers

- Process for engaging and liaising with medical practitioners

- Documentation and record-keeping systems

- Response procedures for abnormal results

- Regular review of control measures based on monitoring
outcomes

Regular review ensures your health monitoring program remains
effective and compliant with evolving legislative requirements and
best practice standards.

HSE
DIRECT

www.hsedirect.com.au

Note: This guide provides general guidance based on WHS legislation and regulations. Always consult the relevant WHS Act,
Regulations (particularly Schedule 14), Codes of Practice, and seek specialist advice for your specific circumstances. The regulator can
provide additional guidance through individual chemical health monitoring guides and case-specific consultations.
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